
Standard = 50 mm
Large = 60 mm

ROWEKO load securing equipment ensures that your transpor-
ter is always tidy on the road. The practical lashing strap reel 
rolls straps cleanly and tidily in just a few seconds. They can 
thus be quickly stowed, together with their associated ratchets, 
in the appropriate strap drums or shells.

Individual securing devices for petrol cans, gas cylinders or 
threaded rods also keep your load handy and exactly where it 
belongs.

Perfectly secured and stored in a space-saving  
manner.

Belt retractor

Article Weight  
[kg]

Art. No. Price  
[€]

Standard belt retractor 
belts up to 8.0 m long,
50 mm wide

0.89 600 30 001

Large belt retractor
belts up to 10.0 m long,
60 mm wide

1.00 600 30 002

 
Spare parts
Article Weight  

[kg]
Art. No. Price  

[€]
Hand crank  (PA6) 0.18 600 30 091
Shaft for belts 
50 mm wide (Standard)

0.17 600 30 092

Plate (Standard) 0.38 600 30 093
Floor plate 0.16 600 30 094
Shaft for belts 
60 mm wide

0.21 600 30 095

Plate (Large) 0.45 600 30 096

Material 
HD-PE + POM, black

Execution 4-piece, consisting of: 
– Hand crank
– ���Shaft for belts up to 8.0 m long and 50 mm wide (standard)  

or Axle for belts up to 10.0 m long and 60 mm wide (large)
– Plate with hooks
– Floor plate (excl. fastening material)

Instructions for 
mounting belt 
retractor

82 www.roweko.de

ROWEKO LOAD-SECURING EQUIPMENT



Tel.: +49 (0) 71 33 -22 88 08-0
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Size (width x depth x height) 
535 x 150 x 150 mm

Material 
HD-PE black

Execution 
The belt tray is suitable for storing 3 belts, 
with a width of 35 mm and 3 ratchets. The 
optimum belt length is 6.0 m. The fixation 
is carried out using 2 x screw fittings on the 
airline aluminium rail. For easier mounting, 
the fastening holes are in an oblong-hole 
design.

3  Screw fitting with star grip

Belt and ratchets are not included 
in the scope of delivery.

3

Article Weight 
[kg]

Art. No. Price 
[€]

Belt tray
without screw fitting

0.58 600 40 000

Belt tray
with 2 x screw fitting

0.70 600 40 050

Accessories
Article Weight 

[kg]
Art. No. Price 

[€]
Screw fitting
with star grip M8 x 19,
for airline aluminium rail, 
star grip Ø 40 mm

0.06 600 40 090

Belt tray for ratchets and belts2

Material 
HD-PE black

Execution
– Tube
– Riveted end cap
– Carrying straps

Capacity 
– �Drum Ø of 250 mm, Height 250 mm 

5 belts with length of 10.0 m and width of 50 mm

Drum for belts and ratchets

Article Weight 
[kg]

Art. No. Price 
[€]

Drum 
Ø 250 x 6.2 x 250 mm Height

1.50 600 30 250

1

2
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Threaded rods are not included in the scope of delivery.

Size 
Tube-Ø 125 x 3.1 x 750 mm

Material 
HD-PE black

Execution 
The threaded-rod holder is suitable for the  
secure storage of rods of all types (e.g.  
threaded rods). The inner apportionment  
(1 x tube Ø 63 mm / 2 x tube Ø 50 mm)  
makes it possible to sort or pick the various  
rods needed in advance. 2 consoles are welded 
onto the tube as standard and these make it  
easy to mount the tube onto wall units.

1  Tube clip 

Size 
Hole distance: 170 mm 
Exterior dimensions: 190 mm x 165 mm (width x 
height)

Material 
HD-PE black, t=15 mm

Bores suitable for M6 screws.

Article Weight 
[kg]

Art. No. Price 
[€]

Threaded-rod holder with 
partition
(1 x Ø 63 mm / 2 x Ø 50 mm)

2.30 601 25 750

Threaded-rod holder  
without partition

1.40 601 25 759

1
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